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Government needs record drawings, the
contracting officer shall (a) use the
clause with its Alternate I, if reproduc-
ible shop drawings are needed, or (b)
use the clause with its Alternate II, if
reproducible shop drawings are not
needed.

[48 FR 42356, Sept. 19, 1983, as amended at 51
FR 2666, Jan. 17, 1986; 60 FR 34759, July 3,
1995]

36.522 Preconstruction conference.

If the contracting officer determines
it may be desirable to hold a
preconstruction conference, the con-
tracting officer shall insert a clause
substantially the same as the clause at
52.236-26, Preconstruction Conference,
in solicitations and fixed price con-
tracts for construction or for disman-
tling, demolition or removal of im-
provements.

[59 FR 67050, Dec. 28, 1994]

36.523 Site visit.

The contracting officer shall insert a
provision substantially the same as the
provision at 52.236-27, Site Visit (Con-
struction), in solicitations which in-
clude the clauses at 52.236-2, Differing
Site Conditions, and 52.236-3, Site In-
vestigations and Conditions Affecting
the Work. Alternate I may be used when
an organized site visit will be con-
ducted.

[59 FR 67050, Dec. 28, 1994]

Subpart 36.6—Architect-Engineer
Services

36.600 Scope of subpart.

This subpart prescribes policies and
procedures applicable to the acquisi-
tion of architect-engineer services, in-
cluding orders for architect-engineer
services under multi-agency contracts
(see 16.505(a)(8)).

[70 FR 11739, Mar. 9, 2005]
36.601 Policy.

36.601-1 Public announcement.

The Government shall publicly an-
nounce all requirements for architect-
engineer services and negotiate con-
tracts for these services based on the
demonstrated competence and quali-

36.601-3

fications of prospective contractors to
perform the services at fair and reason-
able prices. (See 40 U.S.C. 1101 et seq.)

[66 FR 29128, June 25, 1991, as amended at 70
FR 57454, Sept. 30, 2005]

36.601-2 Competition.

Acquisition of architect-engineer
services in accordance with the proce-
dures in this subpart will constitute a
competitive procedure. (See 6.102(d)(1).)

[66 FR 29128, June 25, 1991]

36.601-3 Applicable contracting proce-
dures.

(a)(1) For facility design contracts,
the statement of work shall require
that the architect-engineer specify, in
the construction design specifications,
use of the maximum practicable
amount of recovered materials con-
sistent with the performance require-
ments, availability, price reasonable-
ness, and cost-effectiveness. Where ap-
propriate, the statement of work also
shall require the architect-engineer to
consider energy conservation, pollution
prevention, and waste reduction to the
maximum extent practicable in devel-
oping the construction design speci-
fications.

(2) Facility design solicitations and
contracts that include the specifica-
tion of energy-consuming products
must comply with the requirements at
subpart 23.2.

(b) Sources for contracts for archi-
tect-engineer services shall be selected
in accordance with the procedures in
this subpart rather than the solicita-
tion or source selection procedures pre-
scribed in parts 13, 14, and 15 of this
regulation.

(c) When the contract statement of
work includes both architect-engineer
services and other services, the con-
tracting officer shall follow the proce-
dures in this subpart if the statement
of work, substantially or to a dominant
extent, specifies performance or ap-
proval by a registered or licensed ar-
chitect or engineer. If the statement of
work does not specify such perform-
ance or approval, the contracting offi-
cer shall follow the procedures in parts
13, 14, or 15.
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